	Specifications   -   GIEDI SPRAY

	NOTE: Year in brackets eg. (2006), indicates new in that year.
	Giedi has cruised extensively around Australia from Perth via the Kimberly and into NSW. Currently lying in Brisbane.

	
	

	
	

	General
	

	Builder
	Owner Builder (we are the second owners). Built in Perth WA.

	Design
	Roberts 46 Spray

	Launched
	1992

	Last Slipped
	October 2009 – refer pictures

	Length
	15 metres LOA - 12 metres  on deck

	Beam
	4.5 metres

	Draught
	1.8  metres

	Hull
	GRP – Airex core sandwich

	Topsides
	Ply and GRP

	Displacement
	19 tonnes

	Ballast
	Steel punchings and lead ingots

	
	

	
	

	Engine
	Ford 72 HP diesel – Lees conversion.

	
	Franz 2-stack external Oil filter (2003).

	
	Franz 2-stack fuel filter (2003)

	
	Oct 1999 full engine service.

	
	Current engine hours – 1549.

	
	Typically cruising at 1500 to 1850 RPM

	
	Engine runs smoothly without problems.

	
	Consumption at 5 – 6 knots is around 4 ltrs per hour.

	
	Gauges – Oil pressure, engine temperature, RPM, engine hours, fuel levels.

	
	

	Transmission
	

	Gearbox
	Borg Warner Velvet Drive

	Drive Shaft
	PSS Seal (2004)

	
	Duramax Stern Bearing (2004)

	
	Scatra CVA Acquadrive thrust and universal joint

	
	

	Fuel Tanks
	2 X 300 Litre GRP tanks = 600 litres

	
	

	Water Tanks
	4 X 275 litres GRP tanks = 1100 litres

	
	

	Accommodation
	Teak and Laminex interior with 6’3’’ headroom throughout

	
	Double size master cabin, large V berth with 2 X single beds, single bed in saloon.

	
	Good sized head with a Lavac toilet fitted with macerator.

	
	Separate large shower cubicle.

	
	800 watt, 240 volt hot water storage tank.

	
	Large Galley with 300 litre fridge (12V Danforth).

	
	Large saloon, seats 6 or 7 in comfort.

	
	3 burner Smev gas stove and oven/grill.

	
	2 X external gas bottles.

	
	Chart table and radio area.

Very large volume storage areas under bunks etc.

	
	

	Cockpit
	The cockpit is protected by a solid dodger and solid roof holding the solar panels. The two sides and rear are fitted with roll up clears and shade cloth panels. All sheets lead back to the cockpit.

	
	

	Cockpit Instruments
	VDO masthead wind speed and direction. Cruising speed. Rudder angle. GPS.

	
	Auto pilot remote control.

	
	

	Holding Tanks
	One toilet holding tank (sewage) with deck pump out, or over side pump out as required.

	
	One head and shower holding tank (grey water) auto emptying.

	
	One galley holding tank (kitchen waste), electric pump out on alarm.

	
	

	Auxiliary Genset
	Yamaha.

240 Volt pure sine wave, 800 watt continuous (2006)

	
	

	
	

	Electrical
	6 X Trojan deep cycle batteries, total 630 amp hours.

	
	Separate cranking battery (2009).

	
	5 solar panels – total 280 watts.

	
	Xantec 40 amp multi stage charger (2006).

	
	Xantec battery monitor syatem (2006)

	
	ADL marine 3 stage charge system on main alternator (2003).

	
	

	Inverters (12V to 240 V)
	1 X 500 watt pure sine wave inverter (2007)

	
	1 X 1500 watt modified sine wave inverter (2007).

	

	
	

	Electronics
	VHF radio – GME GX600 (2006).

	
	HF radio – Kenwood TS50S 100 watts, continuous coverage, auto antenna tuner (2005).

	
	AM/FM/CD player radio (2007).

	
	Television and digital set top box

	
	

	
	Depth Sounder – Raymarine (2006).

	
	

	
	Radar – Furuno model1720 – 12 mile.

	
	Digital Sonar – portable water depth/temperature  sounder

	
	

	Navigation
	GPS – main Furuno (2006), backup – Garmin GPS12.

	
	Auto Pilot – TMQ AP55 (2006).

	
	

	
	PC with Maxsea navigation software, integrated with GPS.

	
	

	
	Numerous charts for east coast Australia

	
	

	
	Sextant and hand bearing compass.

	
	

	
	

	Rig
	Cutter rig. Alloy mast. 10 mm SS rigging. Seven sail winches, main are self tailing).

	
	

	Sails
	Main – with reefing.

	
	Genoa on Profurl roller reefing furler.

	
	Staysail.

	
	Storm sails.

	
	Spare jib.

	
	

	
	

	Boom Tent
	Large boom tent cove split into fore and aft of the mast. Zip in side curtains.

	
	

	Dinghy
	Aluminium – Horizon – 4 person – 2.5 metres.

	
	

	Outboard Motors
	1 X Mercury 4 HP.

1 X twin Evenrude 4 HP.

	
	

	Diving Hookah
	K-Dive 750kpa oil-less compressor and 4 stroke B&S motor.

20 metres hose with accumulator and mouth piece.

	
	

	Anchoring and Safety
	ARCO electric anchor winch = 1200 lb.

	
	2 X 60 lb CQR style anchors on the bow.

	
	1 X 45 lb CQR style anchor for stern anchor with 20 metre chain.

	
	Main bow anchor has 90 metres of 10 mm short link chain.

	
	Ample nylon and other warp.

	
	1 X large parachute anchor with large warp (never deployed).

	
	

	Bilge Pumps
	2 X automatic pumps in the main bilge.

	
	One manual in the cockpit.

	
	

	Life Jackets
	2 X Hutchwilco inflatable.

	
	6 X other adult and children.
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